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Dear Sharper Image Customer, 

Thank you for your purchase of a Sharper Image product. We appreciate 
your business very much. 

Please accept my personal assurance of your complete satisfaction with 
this products quality and peiformance. We offer generous return 
privileges and excellent warranties on all our products. 

For more than 25 years, The Sharper Image has shared the fun of 
discovering innovative products that make life better and more enjoy- 
able. We've been in business a long time because we are an exciting 
place to shop and — just as importantly — we strive to deliver great 
customer service that exceeds your expectations. 

Enjoy your purchase! 

Respectfidly, 




Richard Thalheimer 

Founder, Chairman and Chief Executive Officer 



Call 1-800-344-4444 for 2 4~7 ordering and customer service, 
or go to www.sharperimagE.cnm, our complete online store. 



Warning 



' Do not expose the main unit to excessive force, shock, dust, 
extreme temperature, direct sunlight or humidity. Any of these 
conditions may shorten the life of the unit. 

'Avoid exposing the wireless remote to extreme temperatures, 
water or severe shock. 

' Do not tamper with any of the internal components of the 
units. Changes or modifications to this unit not expressly 
approved by the manufacturer will void the warranty. 



Instructions 



Read all instructions carefully before using this product. 
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Features 



• Indoor and outdoor temperature 
•°F or °C readout 

•Jumbo hour, minute and seconds display 

• 1 2/24-hour format 

•Calendar display from January 1, 2000 to December 31, 2099 

•Battery life: approximately 1 year (with 3 C alkaline batteries) 

•Operating temperature from 32°F to 122°F (0°C to 50°C) 

•Temperature measuring range from -58°F to 138°F (-50°C to 
70°C) 

•Temperature resolution 0.1 °C 



Battery Precautions 



• Use only the size and type of batteries specified. 

•When installing batteries, observe correct +/- polarities. 
Incorrect installation may cause damage to the unit. 

• Do not mix different types of batteries together (e.g., alkaline 
with carbon-zinc or old batteries with new ones). 

• If the unit is not going to be used for a long period of time, 
remove batteries to prevent damage or injury due to possible 
battery leakage. 



Battery Installation 



Main Unit 

1 . Open the battery cover of the main unit. 

2. Insert 4 C batteries (purchase separately) observing +/- 
polarities diagram located inside the battery compartment. 

3. Close the battery cover. 



Remote Unit 

1 . Open the battery compartment door. 

2. Insert 2 AA batteries (purchase separately) observing +/- 
polarities diagram located inside. 

3. Close the battery door. 



Setting the Clock 



•To set the clock, slide the LOCK/TIME SET/CALENDER switch 
located on the back of the clock to the TIME SET position. The 
clock time blinks. Press the HR or MIN button until the desired 
time appears on the display. Slide the LOCK/TIME SET/CALEN- 
DER switch to the LOCK position. 

•To set the calendar, slide the LOCK/TIME SET/CALENDER 

switch located on the back of the clock to the CALENDER posi- 
tion. The date blinks. Press the MONTH or DATE or YEAR but- 
ton until the desired time appears on the display. Slide the 
LOCK/TIME SET/CALENDER switch to LOCK position. 

•To set the time display format, press the 12/24HR button locat- 
ed on the back of the clock. 



Resetting the Clock 



If the main unit does not operate normally, press the RESET but- 
ton located on the back of the main unit. 

Note: When resetting the main unit, time/date and temperature 
readouts return to their default settings. 



Temperature Display 



Indoor temperature is displayed in the INDOOR temperature 
field on the main unit. Remote temperature is displayed in the 
REMOTE temperature field on the main unit. 



Setting Fahrenheit (°F) or Centigrade (°C) 



•To set FahrenheityCentigrade (°F/°C) on the main unit, use a 
straightened paper clip or similar object to press the °F/°C but- 
ton located on the back of the unit. 

•To set FahrenheityCentigrade (°F/°C) on the remote unit, press 
the °F/°C button on the back of the unit. 



Signal Transmission 



•After batteries have been inserted in the main unit and the 
remote unit, the LCD on the remote unit shows current tem- 
perature. The remote unit starts to transmit this information at 
3-minute intervals. Upon successful reception, the remote tem- 
perature is displayed in the REMOTE field on the main unit. 
The main unit automatically updates the remote readings at 
5-minute intervals. Ensure the main unit and the remote unit 
are in sync. 

• If no reading is received for five consecutive cycles, "-" is dis- 
played in the REMOTE field on the main unit. In this case, 
press the RE-SYNC button to allow the main unit to receive 
a signal for 6 minutes. (See "Signal Loss" section.) 



Receiver Signal Indicator 



The following icons indicate signal-received status: 
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Signal Interference 



Signals from other household devices, e. g., entry controls, door- 
bells and home security systems, may, from time to time, 
obstruct the units' transmission or reception. This is normal and 
does not affect the general performance of the product. 
Transmission and reception of readings will resume once interfer- 
ence has stopped. 



Signal Loss 



If signal is lost and the main unit's REMOTE field displays "— ", 
press RE-SYNC to resume signal reception. 

If signal is still missing, check the following: 

• Remote unit is still in place. 

• Both units are running with fresh batteries. Replace if necessary. 

•The transmission is within range and path is clear of obstacles 
and interference. Shorten transmission distance if necessary. 



Remote Unit 



•Place the remote unit in the desired outdoor location within 90 
feet of the main unit. The remote temperature is shown on the 
main unit. If necessary, screw the included wall-mount bracket 
to a convenient outdoor location and attach the remote unit to 
the bracket. For best results, the remote unit should be placed 
within sight of the main unit, such as outside the closest win- 
dow. Obstacles, walls, etc., may reduce signal transmission 
range significantly. 

•The remote unit should be placed where it will not experience 
weather extremes such as rain, snow, direct sunlight, etc. This 
allows you to receive an accurate outdoor temperature reading. 



Resetting the Remote Unit 



If the remote unit does not operate normally, press the RESET 
button located on the back of the unit. The remote unit will 
return to its default settings and begin signal transmission. 



Stand/Wall Mount 



•The main unit includes a built-in stand that flips open to pro- 
vide support on a flat surface. 



•To mount the main unit on the wall, drive a screw into the wall 
until the head extends out about 1/8". Locate the keyhole slot 
over the screw head and slide the wall mount down to secure 
it. (See diagrams.) 




•The remote unit may be placed on a flat surface or mounted 
on a wall with the included bracket. (See diagrams.) 



Specifications 



General 



•RF transmission frequency: 433.92MHz 
• RF transmission range up to 30 meters 



Main Unit 



•Display temperature range: -58°F to 158°F (-50°C to 70°C) 

•Proposed operating range: 32°F to 122°F (0°C to 50.0C) 

•Temperature resolution: 0.1 °C 

•Power: 4 C alkaline batteries 

•Dimension ( LxWxH ): (16 1/2" x 2" x 11") 



Outdoor Unit 



•Display temperature range: -58°F to 158°F (-50°C to 70°C) 

•Proposed operating range: -4°F to 140°F (-20°C to 60°C) 

•Temperature resolution: 0.1 °C 

•Power: 2 AA alkaline or UM-3 size batteries 

• Dimension ( L x W x H ): (4" x 1 " x 3") 



Statement of FCC/DHHS Compliance 



WARNING: Changes or modifications to this unit not expressly 
approved by the party responsible for compliance could void the 
user's authority to operate the equipment. 

NOTE: This product complies with DHHS Rule 21 subchapter J 
at date of manufacture. 

This equipment has been tested and found to comply with the 
limits for a Class B digital device, pursuant to Part 1 5 of the FCC 
Rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This 
equipment generates, uses, and can radiate radio frequency 
energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communi- 
cations. However, there is no guarantee that interference will not 
occur in a particular installation. 

If this equipment does cause harmful interference to radio or tel- 
evision reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

•Increase the separation between the equipment and receiver. 



Statement of FCC/DHHS Compliance 



•Connect the equipment into an outlet on a circuit different 
from that to which the receiver is connected. 

•Consult the dealer or an experienced radio/TV technician for 
assistance. 



FCC Label Compliance Statement 



This device complies with Part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) This device may not 
cause harmful interference, and (2) this device must accept any 
interference received, including interference that may cause 
undesired operation. 



WARRANTY 



What Is Covered 

This warranty covers any defects in materials or workmanship, with the exceptions stated below. 
How Long Coverage Lasts 

This warranty runs for 90 days from the date of original purchase. 
What Is Not Covered 

This warranty does not cover damage caused by misuse or use other than as intended and described in the 
product instruction manual, or loss or damage to batteries or removable parts. 

What The Sharper Image Will Do 

The Sharper Image will repair any defects in materials or workmanship. In the event repair is not possible, 
The Sharper Image will either replace this product with one of similar features and price, or refund the full 
purchase price of the product, whichever you prefer. 

How to Obtain Service 

Return the product and receipt, along with a brief explanation of the problem, to: 

T.S.I. - Returns Department 
2901 -A West 60th Street 
Little Rock, AR 72209 

If you have questions please feel free to contact our customer service representatives at 1-800-344-5555 or 
by email at care@sharperimage.com. 

This warranty gives you specific legal rights, and you may have other legal rights that vary from state to state. 

Copyright 2003 

Sharper Image Corporation 

650 Davis St., San Francisco, CA 941 1 1 

(41 5) 445-6000 

shop online: www.sharperimage.com 

Due to continuing improvements, actual product may differ slightly from the product described herein. 
V1 07/03 



